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ABSTRACT

Road is a means of transportation that helps connect villages, towns, districts, and
provinces. Roads are also highly beneficial in supporting the infrastructure for
people to travel outside their areas and for the transportation of goods. Therefore,
road maintenance is crucially needed to preserve the road from damages.

Road Condition Survey (RCS) or Surface Distress Index (SDI) is one of the
methods used for road maintenance through routine surveys of the entire road
network. Surface Distress Index (SDI) is conducted to obtain data on the
condition of asphalt and unpaved/gravel road sections, which is then used to
develop plans and programs for the construction of the road network. The survey
results are collected for the preparation of road network development programs
and as input in the technical road planning system.

The data processing process involves calculating the area and percentage of
damage observed, followed by calculating the SDI value and determining the
condition of damage for every 100 meters of the surveyed road. The data
processing process involves calculating the area and percentage of damage
observed, followed by calculating the SDI value and determining the condition of
damage for every 100 meters of the surveyed road.

It can be concluded that the condition of the Ir. Soekarno road section is mostly in

a Good condition, with minor damage observed in some surveyed segments.

Keywords: Surface Distress Index (SDI) Method, Road Surface Condition
Survey.



ABSTRAK

Jalan adalah suatu sarana transportasi, yang dapat membantu menghubungkan
Desa, Kota, Kabupaten, maupun Provinsi. Jalan juga sangat bermanfaat untuk
membantu menunjang prasarana masyarakat untuk berpergian keluar daerah
ataupun sangat membantu untuk kendaraan pengangkut barang. Oleh karena itu

pemeliharaan jalan sangat dibutuhkan untuk menjaga jalan agar tidak rusak.

Survei kondisi jalan (SKJ) atau Surface Distress Index (SDI) merupakan
salah satu dari metode pemeliharaan jalan dari survei rutin untuk keseluruhan
jaringan jalan. Surface Distress Index (SDI) dilakukan untuk mendapatkan data
kondisi kerusakan dari bagian-bagian badan jalan aspal maupun jalan
tanah/kerikil, sehinggah sesuai dengan data yang didapat dari survei dan dilanjut
untuk penyusunan rencana dan program pembinaan jaringan jalan. Hasil dari
survei dikumpul untuk penyusunan rencana program pembinaan jaringan jalan,

dan sebagai masukan dalam sistem perencanaan teknis jalan.

Proses pengolahan data yang akan dilakukan, yaitu dengan menghitung luas
dan persentase kerusakan yang ditinjau dan dilanjutkan dengan menghitung nilai
SDI dan menentukan kondisi kerusakan tiap 100 m pada jalan yang disurvei.
Proses pengolahan data yang akan dilakukan, yaitu dengan menghitung luas dan
persentase kerusakan yang ditinjau dan dilanjutkan dengan menghitung nilai SDI
dan menentukan kondisi kerusakan tiap 100 m pada jalan yang disurvei.

Dapat disimpulkan bahwa kondisi ruas jalan Ir. Soekarno sebagian besar
berada pada kondisi yang Baik, dengan beberapa kerusakan kecil pada beberapa

segmen yang disurvei.

Kata kunci: Metode Surface Distress Index (SDI), Survei Kondisi Permukaan
Jalan.
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